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UNITED 

This invention relates generally to envelopes, 
and speciflcally to dual purpose envelopes for 
mailing to an addressee, and remailing to the 
addressor. 
It fs cust0mary for many business houses in 
mailing out merchandise, statements, premium 
notices, installment payment or loan notices, etc., 
to enclose return envelopes to be used by the re- 
ceiver fo forward new orders or checks to cover 
statements or notices. There are many difficul- 
ties which accompany this procedure. Care must 
be taken o include a return envelope with the 
marrer inserted in each forwarding envelope. 
Bills, statements, premium notices, etc., must be 
separately purchssed, stock maintained, plus the 
additional labor of foldingbefore insertion. The 
receiver often fails to place his address upon the 
return_envelope, and this,coupled with the fact 
that he frequently neglects to enclose the identi- 
fying portion of the notice or statement as re- 
quested, makes identification of the sender diffi- 
cult. Neglect on the part of the customer to 
notify the business house of changes of address 
lèads to incorrect records and misdirected and, 
therefore, delayed mail. 
The object of this invention fs to provide a dual 
purpose envelope which may have inscribed 
thereon, before mailing, the naine and address 
of both the addressee and the addressor, with 
that of the addressor being covered while the 
envelope fs being forwarded to the addressee and 
uncovered by the act of resealing for return to 
the addressor. 
Another object of the invention fs to provide 
such an envelope wherein the resealing of the 
envelope for return to the original sender will 
uncover he address of the original sender and 
cover the address of the original addressee, in- 
cluding any corrected or changed address which 
the post office may have noted thereon. 
A further object of the invention fs to provide 
an envelope incorporating these features which 
also provides means whereby confidential-in- 
formation forming a document of original entry 
facflitating the identification of the remittor's 
accourir and proper accounting credit thereto 
may be placed upon the envelope and covered 
during transit to the addressee; .the act of open- 
ing the envelope disclosing the information to 
the recipient and the act of resealing the enve- 
lope for return again hiding the information 
from view. 
A stfll further object of the invention fs to pro- 
vide such an envelope having as an integral part 
thereof a_plurality of $heets for receiving dupli- 
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2 
cate impressions Of the information and address 
placed upon the envelope, the sheets being super- 
imposed for carbon impressions, or adjacently 
arranged for successive impressions in certain 
5 types of addressing and billing machines. 
An object of the invention fs to provide such 
an envelope wherein the opening of the envelope 
fs facilitated to insure its proper opening and 
preclude the possibility of accidental destruc- 
10 tion of the return portion or mutilation of the in- 
formation carried by the envelope. 
In general, the object ofthis invention fs the 
provision of an envelope which may be used as a 
forwarding vehicle and as a return envelope, and 
15 which may contain certain information valuable 
fo original addressee and addressor alike, which 
information cannot become separated from the 
envelope and fs hidden from-public view during 
transit and serres as an important basis of ac- 
2O counting credit. 
Other objects of the invention will become ap- 
parent from the following detailed description 
taken in conjunction with the accompanying 
drawings ir which the saine characters of ref- 
uS5 erence are used to denote identical parts through- 
out. 
In the drawings: 
Figure 1 is a front elevational viéw of an en- 
velope embodying the basic princip!es of the 
.30 vention; 
Figure 2 fs a rear elevation thereo;: .. 
Figure 3 s a vertical transverse section taken 
on the line 3--3 of Figure 1; . .- 
Figure 4 is a perspective view of the envel0pe 
35 after it bas been slit across the top edge;. " " 
Figure 5 is a front elevation of the envelope 
after the front face has been stripped off; 
Figure 6 fs a perspective view Of the return por- 
tion of the envelope with the sealing flap turned 
40 over from ifs position of repose as it would be in 
the act of sealing; 
Figure 7 is a rear elevation of the saled re- 
turn envelope; 
Figure 8 is a sectional view taken on the line 
45 8-=8 of FigureT; 
Figure 9 is a front elevation of a modflïed form 
of envelope; 
Figure 10 fs a rear view of the envelope showi 
in Figure 9; 
50 Figure 11 fs a sectional view taken on the line 
! I--I I of Figure 9; 
Figure 12 is a perspective view of the.evelope 
shown i Figure 9 preparator.y fo resealing; " 
Figure 13 is a rear elevatlon of this m0dified 
If envelope sealed for return; 
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Figure 14 is a sectional view taken on the line 
1414 of Figure 13; 
Figure 15 is a front e!evation of a modifled 
form of the envelope shown in Figures 1 to 8 in- 
clusive; 
Figure 16 is a section taken on the line 
of Figure 15; 
Figure 17 is a front elevation of the saine 
envelop ready for mailing; 
Figure 18 is a' view of the m0dff f0rm:h0wn 
In gure 15 after the envelope has been opened 
and the front cover peeled off; 
ge 19  a front elevation oï a further rnod- 
fied form of envelope; 
Fige 20 is a section taken on the line 
of Fige 19; 
Fie 21  a rear view of gheSvérèt:0î 
the envelope of Fige 19; : 
Figure 22 is a view of the envelope of Figure 19 
with the cover sheet peeled off; 
...Ffie: 23 : fr6n letibn'0f ner fbrm 
oZ,ëfièl0pe; 
.::gïre 24 a  perpedtive- W of a pgrtiiiy 
6pënëd ënv16pe bf thé fm h0n Fie 23; 
. Fe  25 a éar Viê bf hgufifolded over 
hëet0f thiS fbrm;  
. :Fig.e26 ig an ëlevaibal- viéwof theet 
"0gonof thg envloe; 
:gure 2 shWs an enPe[0Pe-th n 
r6d hét dttahed fid foiflëd n the en- 
.velope in poitî0 for màkg'b0h bffidècord 
-fid ënvelope; 
Fisure 23 gsecti0n a[èn-0n the ld 
5fgffrê 27; . 
Fie 29  an C¤vafi5ffof-thd  ënlbpe With 
2he0fficë ëcsd heeg foldéd 
.... Fige 30is"a ear VléW:bf-the bvèr Shëet 
bf-his bm rem0vedffsm théên:élç 
Figure 3i is a iéw of the retm'n envelope; 
Fige 32 is an elevation of a drhr"odi- 
"fid  form in hich the office ecsd is attached 
fhgsidé of the 55ver heet; 
 ?gure 3 ]s an elevati0fial-:iêw of 
.vispe. ShSn ïn Flaire 32-afëit is  
mflïng; 
gure 34 is a section taken on the line 
of ge 33; 
: gure 35 is a éar ièw  dré 4; ..  
ge 36-  a réár vië fterhe  5bër  Shëet 
has been removed; 
.ge 3 is a View 0fthe rën 
èlëd for màiling; 
re 38  an eieàion "Sfa 
5dbàtion; 
. Fige39 fs a horizofiaIsécisn takën bn he 
Fige40  a view simflro-e 
g thè nèlope Segled; 
ge 41 is rC iewof Fiu40; 
Fùre42  a view simflír.o-e 41 
the cover sheet removed; 
"gre 43-a iew of theeäid eûn ën- 
velope;  
-gùe" 44 is a vertical Secti6n' gkn6n he 
le 44--4 of gure 38; 
:igure 45 is a vertical èCin 
line 4 of gure 40; and 
-'$e 46sa Vertical sècïbn àën 
le 44 of ige 43. 
"Rerring fo the drawgs in detafi,àadfirs t 
tng fo that form of the gëhtin n 
urës 1 fo 8 inclusive, the .venibn compries 
a bScenVelope I and an attaChed cover sheet 
2 wch forms the face -of :the- ïbrwardg 
velope. 

4 
The basic envelope I is preferably formed from 
a paper sheet to provide a back panel 3 and a 
ïront panel 4, the front panel being a continu- 
. ation of the back panel, the line of juncture 
5 being at their bottom edges. The upper edge of 
the back panel may be curved so that the center 
is below the corners in the usual fashion fo 
facilitate inserting material into the envelope. 
:End flaps G and 6 extend from the back ,panel 
!0  3 and re folded:ver o imlerlie!-and le attached 
fo the front panel 4 fo complete the pocket por- 
ti.on of the envelope. 
Extending from the upper edge of the front 
ïànelis:a:closure fiap 7, the closure flap and 
15.panel-being_çeParated by a scored, perforated, 
or otïerwise weakened line . The Iront panel 
is-proviled with v-shaped notches, as ai O, the 
v starting ai the line  and extending inwardly. 
Aold ïiie, 10, extends across the front ,panel 
20 connecting the vertice of the v-notches so that 
:lïe cl0sure " fiap. Wfll .lie flat alnst:(he . frbnt 
ege sharpïy-ïnward/as at l I, to 
width .of the flap:to less than that 0f-'thë!jody 
25 of the: ënvelope. Th« dèpth ofi t he .flap. . Suçh 
hat-when folded against the-front, «pnel:a!ong 
the line ! O, S: hown:in lig.tù'e.s . 3, :4J and .5,: tlàe 
bottm of  the }l.p i s i.spaced  fr0m" the- bottem 
5f the f'rnt ineI; àis Cleaiy sh0Wn2n:FiU)e 5. 
"30 y thus propottofiing the  flip,a agin::of e 
îont pafiel isj-ë,p-ed Jn bSth:sidès and::t'the 
bottdm ;of the fl:p. 
Upn "the:èXbéd-niïin: oï :he::frntpne 1 
a-coat,iflg" Of dhieïsppiied; 
5 Thîs serVèg o :ëeie/a0vëïstiet' {. to:tläeÏaee 
5ï the front iSgtiel;bf:the-basîcenvel0pe. :The 
é/ghësive iiC ïg f :dny ell ln0vn: tpe:_which 
Wfli fimly hold:ttie-.oer stieet ]npla_ce"anffyet 
pmit tIe 0/r :slaètïto be "pëëled:.óff': when 
The c0i/er Shèet:'ïs bf 2ectngulàr?tJutline pro- 
Viàéà V/ith/n'tnsibn: I ::pefeably tiangïfiar, 
Wiih f0rmSa -prïmay clbsrg flay îorhe enttre 
.: ënVeloPe. Alth0ugh ït-iiäs been:ed.thatthe 
45 primary closue flap ! s-;pï'ably(.tiangular, 
he P aicular hie -oï thë flp: ïs Of lï.ttl¢ c0s¢- 
qiiënëe, but he "flp. 14  gh0ttid Be./f ":smaler 
dieniofis"than the Clbsuefiap ]-attaëhed to 
he basic ënèid.e' fbr ea:shs tJ beexP lgfned 
{} ]aer. - Böth.the fiap 7 ànd he flP! ë gummed 
àing hëir10VïèrCgés ïntheùsflal mnner. 
Coer. Shèt   mïïy be rmtched -fiëarorïe -or ;N0th 
upper corners, as af l, to facilitff bpëing:at 
e' p.ope]: oin wih0ut injï]iiig ttie ëmainder 
Thfis  if Will ]Je en = that= the énçe]ope., com- 
i-isesa bsic ' póclet:fbrmifig portion havtfig.a 
Clssflre fiáp oldC b ck. fo. lie- fiat giïist the 
r0rt panel-6f the. iSIet-P5ï'ibn," arid a covër 
9 sheet aachëd 'to he" ff0g-of the pbcket, portioI 
al0ng ifs ' Side and b0tt0m: ed$s.arïd provided 
withia"cl0sui'e fiap_to cl0ethep0çtetPrti0 TM 
n the:cbnïÏletd.enéloP e, tle ïlap ] lies betwëen 
sheet, .céntfally. Iocaed, fo. frame he postxo 
ëiealiy 0eçupiçd by'.:ihe oJ?Tard[ng" dd÷ess. 
The ind6w ïs .0t C0vétëd-and the "sUrface-of 
:Belote procedding with a descripgion.0f_"the 
use of the envelope, if should be state_cl" t!!at prior 
o "adhering "the cover sheét o the :-envel0pe 
_ «ndbeïorethe ciosïire flapis foided.baek on.th..e 
 line :i0, :çhe"name-and-a'ddress-of-ttie'-btïstness 
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 house purchasing the envelopes is prlnted on 
the front panel of the basic envelope in the 
manner now practiced with return envelopes. 
This address is indicated at 17 in Figure 6 of 
the drawings. After this is done, the flap 
folded down into position and the cover sheet 
secured in place before shipment to the pur- 
chaser. 
In use, the envelope may be inserted into a 
typewriter or addressing machine and the naine 
of the addressee marked upon it in the space 
deflned by the window 16. As this window is hot 
covered, the address will be placed upon the 
flap 7 which shows through the window. A 
notice, bill, or other material is then inserted into 
the pocket portion of.the basic envelope round 
between the front and back panels 4 and 3, and 
the primary closure flap 14 is folded over the 
back of the basic envelope and sealed, as is shown 
in Figures 2 and 3. Upon receipt by the ad- 
dressee, a letter opener or the flnger is inserted 
at the notch 15 and the envelope slit across the 
top along the fold line between the cover sheet 
and the closure flap in the usual manner. The 
notch 15 forms a guide to aid in starting the 
slit properly and thns prevent damage to the 
remaining portion of the envelope. As soon as 
the envelope is slit, the front face, or cover sheet, 
is peeled off, as shown in Figure 4. This revea]s 
the return envelope. Slitting the cover gives 
cess to the pocket portion of the envelope, and 
the bill or notice contatned therein may be re- 
moved. 
The stub of the bill or notice may then be 
inserted in the pocket portion of the envelope 
along with a check or money order and the flap 
7 turned over the top of the envelope and sealed 
against the back panel ready tobe mailed back 
fo the original addressor. A]though the primary 
closure flap 14 remains attached to the back panel 
of the envelope, the larger flap 7 will cover the 
flap 14, and its gummed area will be attached to 
the back panel of the envelope. 
It will be noted that the forwarding address 
which was typed through the window in the 
cover sheet onto the flap 7 is on the underside 
of the flap when the flap is in sealing position 
for return to the addressor. It will also be noted 
that the address of the original addressor which 
is printed upon the front panel of the basic 
velope is revealed by folding the flap into sealing 
position. 
Upon return of the envelope to the original 
addressor, the envelope is opened in the usual' 
manner by slitting across the top. The V-notches 
provide a guide for beginning the slit, and the 
weakened line  between the cover sheet and 
the closure flap ensures the slit occurring at the 
proper place and also prevents a ragged tear. 
The closure flap 7 is provided with a second per- 
forated, or weakened line 18, extending trans- 
versely across the flap just above the gummed 
portion of the flap and below the position oc- 
cupied by the address of the original addressee. 
After slitting the envelope along the line 8, the 
flap may be torn off along the line 18, thus 
furnishing a neat slip to accompany the check 
for purposes of identification. This slip will 
contain the naine and address of the cnstomer 
as well as any change of address which the postal 
authorities may have marked upon it. This will 
serve fo identify the accourir as well as furnish 
the necessary information to keep the mailing 
lists up to date. 
Now referring to that form of the invention 

6 
shown in Figures 9 to 14 inclusive, a basic en« 
velope 19 of any standard design is employed, 
This envelope in .general consists of front and 
back panels 26 and 21, and a closure flap 22. A 
5 cover sheet is used with this form also, but it 
differs somewhat fr0m that in the form just de- 
scribed. The cover sheet is designated 23 and 
comprises three sections: a relatively rhin sec- 
tion 24 which is attached with adhesive to the 
le front panel 26 of the envelope about midway be- 
tween the top and bottom edges of the envelope 
and extends the .full width of the envelope; a 
main section 2 proJects from the section 24, 
which is coextensive with the envelope in width 
15 and er, tendsdownward to a point near the lower 
edge of the envelope; and, a secondary closure 
flap 26 folded under the main section 2 to 
lie between the main section and the front panel 
of the basic envelope. The flap 2.6 is reduced In 
21} width, as was the flap 14 of the flrst form. The 
underside of the main panel 2, at the side edges 
in the margin hot covered by the narrowed clo- 
sure flap, is provided with adhesive spots 27, 
which attach the main section of the cover sheet 
25 to the front panel of the basic envelope. Thus 
the secondal closure flap 26 is securely held in 
place under the main section of the cover sheet. 
This envelope may be placed in a tYpewriter in 
the nsual manner and the forwarding address 
31} tYped upon the face of the main section 2 of 
the cover sheet, in the position shown in Fig- 
ure 9. Vhen delivered, the recipient will open 
the envelope in the usual manner by .slitting 
across the top. To convert the envelope to a 
35 return envelope, the cover sheet is grasped at the 
lower edge and lifted, breaking loose the adhesive 
spots 27. The fact that the cover sheet termi- 
nates slightly above the bottom edge of the en- 
velope provides a selective grip, making it very 
40 easy to do this. The main section of the cover 
sheet is then folded up along the fold line 27' 
and the closure flap 26 is folded over the top Of 
the envelope. This is olearly illustrated in Fig- 
ure 12. After the desired insertions have been 
45 ruade in the pocket portion, the closure flap is 
sealed. As in the form prevtously descrtbed, the 
secondary closure flap is larger than the primary 
closure flap so that the gulnmed area of the 
secondary flap will hot adhere to the primary 
50 flap. When the cover sheet is lifted and the en- 
velope resealed, the address of the original ad- 
dressor is revealed and the address of the origi- 
nal addressee, original postage, return address, 
etc., concealed on the underside of the cover 
55 sheet. 
That form of the invenion shown in Figures 
15 fo 18 inclusive is quite similar to tht shown 
in Figures 1 to 8, and the saine reference char- 
acters are applied to simflar parts. The basic 
60 
envelope is identical to that of the flrst form and 
the cover sheet is the saine in outline and method 
of attachment to the basic envelope. However, 
in this form of the invention, the vertical Side 
65 cuts ruade in forming the windov 18 are con- 
tinued above the window as at 28 and, with a line 
of fold 26, deflne a tab 36 which may be lifted to 
er,pose additional surface of the underlying clo- 
sure flap 7. The underside of the tab 36. is. pro- 
70 vided with a blockout area 1 which may be solid 
black or any heavfly printed marking which will 
make if impossible for confidential information 
to be legible through this area. The lower edge 
of the tab 36 is gummed so that it may be ad- 
75 hered to the face of closure flap 7 when the tab 



ïS..ï0wërêd: A perfoatedearline 3-2 seprates 
.ie«.tmmed anï. block0it aeas. 
Th en4eloPè.[s insérted in a-tpéW-r with 
ab SO fided 5ack ..i.the position -sh0w" in  
-ires 15 and -1-6,  an- the -forwárding ..addess is 
{ped in .the 10Wer/po:the Wnd0 w- o. 
On thepart:-of - the cl0sue flap  whichis ex- 
p0ed i thCu¤per-part f-:the dow and which 
cotial mfom:t:o,-sh s thd::mount of 1.0 
:-.bill=r pmmm 'ma: .be yd..Aftér.theen- 
-elëpe:h been" remewd:frm:-the-tY-pewriter,-the 
b ---ïot:do: a bd :the .ummed pOrti0: 
.:ëred  theclosure, fip . " This effeCtuallF 
bbal the cdential informgin din: lS 
Uçon :écipt/he  envelope -slit nd the cover 
)sheet pëeld 8ff the tab  ei:'-r: alon: the 
«órted ie  -the saine 0pe:aion. 
w-ill :ëveal. ll of te information-t0 heipen. o 
::er.te pepër check ha  been inserd - e 
çékt p0tion, he ctosu:e.flap -is f01ded over 
adseald s has een descibd. 
:is form of the véntion has-a nber of 
advn:es. Not only 0e it eliminaë,he useof 
woènVeloPe: ut if also makes .the use of epa- 
-ra il:, :ec.- uecessarF. It has: the futher 
,advta:e of havingthe-amount of the bill and 
ny 8her dési:d io:tion  a. eoncealed 
' io::on the econdarF flap oï-the envelop hich 
ëures his im, mation ein retur:d w-ith the 
«paymënt-fo srve in. ide:tp:. nd prope:ly 
.ceditn: the-remittance. Th is ,accomptished 
-withou.the use 0f caon paper, etc. 
res i9 to 22 inclusive show nothe 
the-nVenion..-Here the pecket, portion 0f the 
"ivetio i the saine as in the tiret form, 
î0n nd aC-panels  and , and a sondary 
cl0se flap' extends, from the ïront panel as 
eï0re. :Te cever, sheet in this ïorm is- con= 
-tinaation 0 the bacS. panel  and forons a pri- 
-mary closure-flaP . The back  of the cow sheet 
is provided :with- a  rCtan:ular carbon spot 
ntally-locaed nd 0f shcint- area fo -cover 
te spath wich is to be- Utilizedfor -th address 
and Cfidential i0rmationwhich is tô be paced 
0n e .bnel0p. The  covr .sheet- is :med 
o i -Iower-á side. e:es as at 2 for ad- 
 heren:ce to'the ïron-pae: oï the basic envlope 
-wen.:the envelope is to be saled. -e cover 
set-maFbecutout o embrace the space -t0 be 
fi:e for coential data o let the black sur- 
"faeO: the-carb0n short show-throu:h as  con- 
::beàH. lock out, o-this Space maF-be locked 
out, a at , y heavy printin:, It is necssary 
that s0m m:nS e provided fo d tl?e typ 
Wich]so beptaced in this-area and either of 
hè foe:oin: methos will suce. 
in floe tis envelope is plced n:. the type- 
:rier :nd the address-placed just-below the 
:bl0cked outspce . " The amountof the bill or 
 pent isted in,-the locked out space or 
 lck: carton surfaoe where the heavF printin: 
iH effctually hid it. " 1 of the typi Will be 
-:"épr0dUcéd on the scondaF cl0sure flap 
-aron pot-L Thus he fom:ardi::- ddress 
Ppers o both:the cover seetnd the oecondary 
losUre- flap and the conflntial 'material is 
lebl oF on the secondarF closur flaP. The 
evelope is thon sealed F moisten: he adhe- 
 ivé" $ and secu:ing the cover het in place. 
::çpo n recepit, the  envelope i st and thecowr 
:'st ls.peeled 0ff reveali: the iormation car- 
.:::lèd:0' the closure flap. TeecondàrF closure 

Iiapis folded,over, aspreviouslydescl,'ibed, to.seal 
the envelope for:reun. 
. In that form of the invention shown inFigures 
23 and 26, the. basic envelope is identical to, ttiat 
Of the. flrst form. of the invention. The cover 
sheét 40 is composed of threefolddeflnèd .sec- 
tions; the outside facing sheet 4| for theen- 
velope, an extension 42 to this sheet, anda pri- 
mary closure flap 4-3. The extension 42.is 
rower than the-fu!l envelope and- is..comparable 
in' Widtlï to the secondary- closureflap "carried by 
the .asicenve!oPe. In this form the adhesivis 
-spplied to:thecover Sheet orflyat the edes.n 
the areas 44, Th6 extension 42 is deigned 
folted against the underside ofi the:faing,:sheet 
-so as tobe .obscçred fr0m view whenthocover 
sheet is affixed -t0 .the basic envelope. :The 
. address is.typed upon t.he front of/.thecover«sheét 
and the en'/elöpe sealed-by mëans, of.th6 clostïe 
flap 4..The envelope is slit upon recei.pt=a.rid 
the C0ver sheet-peeled off. tn %his fomn, the 
c0ver.sheet is n0t liscardéd, I for when .tle èien- 
-sion is-foldeddown, the. rear side 0f"th e .cOver 
sheet  forms an order blank. Whichmay: be con- 
veniently used when a-new, supply of. goods-is 
needed. After the order blank-is filled out, it 
is inserted in the pocket-portion of. the bäsic re- 
turn envelope and the enveope sealed-by:means. 
of.-the secondarYclostue _flp. This form o 0rder 
blank idCtifles the purchaser-whose-signature 
may-be illegible by-means of the original address 
 appeaing on the babk, together with a fOr- 
warding address entered on it by the--D.o_stal 
auhori-ties ïn its-oiginal delivery. Thuscus- 
tomer mailing,addresses may-be broug.ht Upto- 
date. 
Figures .7 to 1 show a orm o- envlop_eby 
mears of which an office record is provided, simu- 
taneously with  the addressing 0£the envelope. 
 40 This form also shows means-whereby a single 
. pression wfll reproduce necessary data on ertain 
parts of the envelope and 0mit it fom other parts 
where it is not desired. 
The construction of the envelope is simi_lar to 
45 the flrst £orm described, the only-.éXCçptior being 
an additional sheet  attached to the loweredge 
0f the cover sheet.and separable therêfrom along 
a perforated line-. The Sheet 4 is an  Office 
record and is attached t0the envel0pe for con- 
50 veniençÇ in handling, The cover s_he_Çt 
vided with a relatively large carbon spo.t_-.4  on 
its underside which will serve to repodu.Ce data 
ont0 the closure flap of the basic eiivelope. The 
ïïiqe record sheetis al0 .pr0vided with a ca "b0n 
55 sppt .48 smaller in ares) than the: spot 4". 'The 
ca'bon spot 48 is placed-or that s%de  of the .ffiçe 
record sheet which will contact the covçr shet 
wher the record sheet is folded up a!ong the l!re 
4, as is shown in FigUres .7, and 28. It wfll be 
60 noted from the dotted linel shoWing n Figure 27 
that the outlines and positions of 'thç carbon 
spots 41 and 45 are such that they oYerlie aCom- 
mon area within the outline of-spo$ 4, .brUt' that 
the  spot 4, be_ing la.rger, coversan additi0nal 
65 marginal-area at the Sides ad top 0fl th sPOt 
 This envelope is placed in a typewriter With 
the ffice ecord-sheet f01ded-flp aganstthe  C0v- 
r sleet. The required information and address 
are typed. Figure .7 shows the position of the 
70 data upon the record-sheet. It can be seen that 
the address is Placed in that area which i framed 
bY both carbon spots so that duplicate impres- 
sions will be ruade on both the cover shee ad 
the ec0ndarF closure flap carfied by the basic 
5envelope, The confidential informatiorï is typed 
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0utside the area occupied by the carbon spot 48 
but within the outlines of the carbon spot 47. 
This information, therefore, wfll hot appear on 
the cover sheet but only on the secondary closure 
flap. Af ter the typing is completed, the en- 
velope is withdrawn from the tYpewriter and the 
office record-sheet detached for flling. The en- 
velope is then handled in the manner of those 
previously described. 
Addressing machines are designed fo make 
plicate impressions upon a pluraMty of joined 
:sheets. Some feed from the side and operate 
upon a series of laterally extending sheets. 
'Others feed from the front, and the sheets are 
:arranged one above the other. Either of these 
:arrangements may be used with the envelope of 
'.the present invention. The sheets would be 
.tached either to the bottom of the cover shee 
or af the side edge. 'For purposes of disclosure, 
only the side-extending sheet is shown. How- 
ever, a description of one form should serve for 
both. 
Figures 3. fo 37 show this form. The cover 
sheet 49 is one of a series of connected sheets, the 
sheets being separable along a perforated line 
§0 for detachment ïrom the cover sheet. The 
blank 5 ! may be an oce record. As indicated in 
Figure 3., this form of the invention is readily 
adaptable fo use in mailing out Premium no- 
tices or the like. 
Contrary to the practice described hereinbe- 
fore, the address and .confidential information 
are to be placed upon the back panel of the basic 
envelope. This Panel is, therefore, printed in 
any desired manner to correspond fo the oce 
record-sheets which are attached fo the cover 
sheet and are fo receive duplicate imprissioni of 
the material Piaced upon the back Panel of the 
envelope. Ater the envelope and attached 
sheets are run through the addressing machine, 
the oce record is torn off. 
As the back panel of the envelope contains con- 
fidential information as well as the address, 
means must be provided to obscure thi confidin- 
tial information while liaving thi address visible. 
To accomplish this the primary closure flap 
attached to the cover sheet is of slightly differ- 
ont design. The closure flap must be of suffi- 
cient length to cover the confldential informa- 
tion. :[t must also bave a gummed area 53 which 
must hot encroach upon the areas occupied by 
this information nor by the address. The 
gummed area, therefore, extends transversely 
across the lower portion of the closure fi.p witb 
the upper edge of the gummed area contacting 
the back panel of the enveloue just below the po- 
sition occupied by the confidential information. 
As most addressing, or billin, machines place 
the address rather closely below the billing or 
premium amount, the lower edge of te closure 
flap must be cut awav to form an arch S4 fo frame 
the uuper portion of the address. This leaves 
relatively rhin section of gummed surface 
bridging the space between te wider areas 
The gummed area is separable from the re- 
malnder of the flau along the uerforated line 
A block-out spot 58 is provided on the flap fo 
overlie the confldentta] information fo make 
impossible to read this information through the 
closure flap. 
If will be noted in Fi=ures 34, 3 snd 36. wich 
shows the cover seet side of the eneloue, tat 
the cover sheet 9 is urovided dth a line of 
forations 9 runnine horiontallv across the sheet 
and spaced from the upper edge of the envelope 

a distance slightly greater than the lengfih of he 
secondary closure fiap $5 attached to the baslc 
envelope. When the envelope is received by the 
original addressee, he will insert his finger or-a 
5 lettcr opener into the space provided by notch 
5 and tear the flap along line 57. This releaseS 
the fiap from the adhered gummed portion so 
that if may be raised fo reveal the, hidden in- 
formation. The fiap and the upper portion ï the 
10 cover sheet may then be removed along the-line 
9 and discarded. This uncovers the secondary 
fiap $ and frees.it for use in resealing the en- 
velope. .. : .: 
The secondary closure flap 0 is similar in 
15 shape to the primary closure fiap 52, so that 
when the envelope is resealed, the confidential 
information on the back panel of the bsiC en 
velope will be covered as before. Folding over 
the secondary closure flap into sealing position 
20 uncovers the return address which is on the front 
panel of the basic envelope. 
In that form of the invention shown in Figures 
38 to 43, the envelope is quite similar fo that of 
the form just described. The primary purpose 
25 of this form is for use where a plurality of rec- 
ord sheets are fo be marked by a single impres 
sion. A number of sheets $2 are provided in:book 
form; each of the sheets having a stub $3, thL main portion of the sheets, and the stubs being 
3O separable along a perforated line $. Ail of the 
stubs are adhesively fastened together, the main 
portion of the sheets being free from one ane 
other. The back sheet of the grouPis pasted,, or 
otherwise sêcuréd, .to the back Panel of the basic 
35 envelope in such a position that the perforated 
line 64 is in alignment with one edge of the en- 
velope. The envelope may be placed in a typez 
writer and any desired information placed there- 
on, including the address. When this is coin- 
40 pleted the 0perator will grasp the envelope in 
one hand and thestubs 6 in the other and b 
a qulck pull separate the lower sheet from the 
balance of the book. The primary closure flap 
of the envelope may then be folded over and the 
,s envelope seáled s usual. The remaining Sheets 
of the group may be used at various times 
form address.sheets to be pasted-.on the front of 
additional unmarked envelopes, which may serve 
as follow-ups fn case a remittance is hot received 
: in response to the original bill, without the ne- 
cessity of ret.vping the later iotices, bills, etc. 
and insuring their return with any remittance for 
its identification and credit. 
While in the above several modifications of 
::, invention bave been shown and described, if is 
to be understoodthat various changes may-be 
ruade from the precise structure disclosed with 
out departing from the spiri of the appended' 
claires. - - 
: What I claire is: 
1. A dual purpose envelope comprising pocket 
forming panels, a cover panel adhesively attached 
to one of said pocket forming paneis, the pocket 
forming panel to which the cover panel is 
65 tached having an address thereon, a closure flap 
attached to one of said pocket forming panels, 
a second closure flap attached to said cover panel, 
one of said closure flaps being of less width than 
said pocket forming and cover uanels and folded 
70 to lie therebetween and of suïcient length to 
cover the address on said cover panel, the ad- 
hesive attaching said cover panel to said pocket 
forming panel being at three marginal edges of 
said pane]s beyond the edges of said closure flap 
7 lying therebetween. 
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